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DETAIL B 
SCALE 1 : 4

TOP ID FOR 1/2" CONDUIT
CUT HERE FOR 3/4" CONDUIT
CUT HERE FOR 1" CONDUIT
APPLY EPDM COMPATIBLE SEALANT
WHERE CONDUIT CONTACTS COUNTER FLASHING

NOTES APPLY TO UPPER AND
LOWER COUNTER FLASHINGS

SUB FLASHING
ITEM 1

NOTES:
1. AVAILABLE IN MILL FINISH, AND BRONZE
    ANODIZED FINISH.
2. FLASHINGS MAY BE SPUN, OR PRESSED
3. ITEM 1 MATERIAL THICKNESS:

.020" SPUN, .032" PRESSED

ITEM 
NO. DESCRIPTION QTY.

1 SUB-FLASHING, CONE, 9"X9"X.020"/.032", 3003 AL, MILL 1

2 FLASHING, CONE, 18"X18"X.032", 3003 AL, MILL 1

3 COUNTER FLASHING, CONDUIT, 1/2", 3/4", 1", EPDM 
RUBBER 2
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UPPER AND LOWER COUNTER FLASHINGS 
TRIMMED FOR EMT CONDUIT (1/2", 3/4", 1")

18"x18" SPUN CONE FLASHING

9"x9" SPUN CONE SUB FLASHING

EMT CONDUIT (NOT INCLUDED)

SECURE CONDUIT TO RAFTER PER LOCAL
BUILDING CODE. (CLIPS NOT INCLUDED)
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